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 1 AUTOCLAVE METHOD • STEAM STERILIZATION  

A.  Prepare to clean and sterilize the scanner tip
      Step 1: Clean the tip manually using soapy water and a soft brush. Inspect the mirror 
      of the tip after cleaning. If the mirror appears stained, smudged or with a milky haze, 
      repeat cleaning using a soft dish brush and soapy water. Dry the mirror carefully with 
      a paper towel. 
    
      Step 2: Place the tip in a paper sterilization pouch. The pouch should be sealed 
      airtight. Use either a self-adhesive pouch or heat-sealed pouch.

      Step 3: Sterilize the wrapped tip in an autoclave with one of two programs: 
   • 134°C for a minimum of 4 minutes 
   • 121°C for a minimum of 45 minutes 

      Use a program that dries the wrapped tip before opening the autoclave. 

B.  The following are a number of specific cautions when autoclaving TRIOS Tips
             CAUTION:
      > The mirror in the tip is a delicate optical component. Its clean and undamaged 
         surface is critical for the scan quality. The mirror should be handled with care. 
         Do Not scratch it and be careful not to smudge it before scanning a patient. 

      > Never autoclave a tip that is not wrapped. This will leave stains on the mirror 
         that cannot be removed. 

      > New tips must be cleaned and sterilized/autoclaved before using them for the 
         first time.

      > A Class B Vacuum Autoclave is required for sterilization of the scanner tip, 
         according to EN13060. 

      > The scanner tip can be re-sterilized up to 20 times and must be disposed of         
         afterwards. The tip can be disposed normally with other clinical waste.   

Over

The TRIOS scanner tip is the part of the scanner that is inserted into the patient’s 
mouth during scanning. The tip must be cleaned and sterilized between patients. 

The tip can be removed by pulling it off with two fingers.

C.  Prepare to clean, disinfect, and sterilize the Color Calibration Kit
      Step 1: Disassemble the color calibration kit and remove the sleeve from the color 
      calibration target. Then, disassemble both the color calibration target and the color 
      calibration adaptor. 

      Step 2: Clean the color calibration adaptor manually using soapy water and a soft  
      brush. Sterilize the cleaned color calibration adaptor in an autoclave using one of 
      the programs listed above (A. Step 3) for the scanner tip using a paper sterilization 
      pouch.     
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 2 COLD STERILIZATION 
After patient treatment, clean and disinfect all other surfaces of the system. NOTE: 
the optical window is a delicate optical component and should be handled with extra 
care during cleaning and disinfection. A soft cloth and a mild detergent can be used 
for general cleaning. 

A.  Prepare to clean and disinfect other parts of the system: 
      Recommended Disinfection Solution: Denatured alcohol such as ethyl alcohol or  
      ethanol, typically 60-70% (Alcohol/Volume)  
      Step 1: Apply a small amount of disinfection solution to a soft, lint-free non-abrasive 
      cloth.
      Step 2: Wipe the surfaces with the damp cloth.
      Step 3: Dry the optical window on only the scanner with another clean, soft, lint-free
      non-abrasive cloth.

B.  The following are a number of specific cautions when cleaning system parts:
             CAUTION:
      > Never submerge the TRIOS scanner into the cleaning solution.      
      > Do Not use ammonia- or chloride-based solutions, or acetone on any surface.
      > Do Not spray directly onto the monitor as the liquid solution can accumulate at the 
         seals and leak into the monitor (System T12A only).    
      IMPORTANT NOTICE: 
      > All surfaces that the protection and/or calibration tip comes in contact with, 
         particularly the scanner tube and its optical window, must always be cleaned and 
         disinfected before attaching the protection and calibration tips.
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C.  Prepare to clean, disinfect, and sterilize the Color Calibration Kit (cont’d.)
      Step 3: Clean the sleeve manually using soapy water and a brush. Disinfect the 
      sleeve using the recommended disinfection solution listed below in the cleaning 
      and disinfecting other parts of the system section (2A). 

      Step 4: The color calibration target must only be cleaned with air. The calibration 
      patches must not be touched or exposed to liquids. After cleaning, disinfecting, and 
      sterilizing, the color calibration kit must be reassembled before use. Ensure that all 
      parts are dry before reassembly. If not used immediately, place the color calibration 
      target in the sleeve and leave the color calibration adaptor in the sterilization pouch. 

      CAUTION: The TRIOS color calibration adaptor must always be attached on a 
      cleaned and sterilized scanner tip, and must not contact patients.   

      IMPORTANT NOTICE: The color calibration target is a delicate optical component.  
      During disassembly and assembly of the color calibration kit, only the end part of 
      the color calibration target (opposite of the calibration patches) should be touched, 
      and must only be cleaned with air.


